Model imial | (P | (0] & | | ) | & | [T
VI250 | L/Min | Lirs Bar | kW HP | Volts/Hz| dB(A) | KG |CM-hewsd
E 300 59 8 1.84 2.5 |220-240/50| 74 62 |82x66x38
FAD | 1Bar | 2Bar | 3Bar | 4Bar | 5Bar | 6Bar | 7Bar | 8Bar |

VIsO0LM | 280 265 u8 | 222 210 188 | 179 160
vi2500 | L/Min | Lus | Bar | kw HP [ Volts/Hz| dB(®) @ Ke | CM-hawsd |
300 | 59 8 | 18425 2020050 74 | 84 |82x66x57

VT250D '

FAD 1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6Bar 7 Bar 8 Bar__

VIsmOLUMM| 266 | 252 | 236 | 211 200 179 | 170 | 152

-4,0°c Dewpoint based on
50% duty cycle

model (i | @D | 0 | & N ) [ & | FO

VT300 | L/Min Ltrs Bar kW HP Volts,"Hzi dB(A) KG | CM-hxwxd

350 100 8 2.2 3.0 220-240!50! 76 75  |78x115x42

(vt300D | L/Min | tts | Bar | kw HP [Volts/Hz| dB) | K& [cMhawd]

i 350 100 8 2.2 3.0 |220-240/50 76 97  |78x115x49|

| FAD | 1Bar | 2Bar | 3Bar | 4Bar | 5Bar | 6Bar | 7Bar | 8Bar
| L/Min | 318 306 284 260 238 220 | 198 | 192

-40°c Dewpoint based on 50% duty cycle
These models require 20 amp single phase power supply

Model [ it | D | (0 | & | ™ | ) | & | T

VT400 | L/Min Ltrs Bar | kW HP | Volts/Hz | dB(A) KG | CM-hxwxd

440 100 8 | 3.0 4.0 22026050 76 85  |78x115x43
'VT400D | L/Min | Ltrs | Bar | KW HP | Volts/Hz| dB(A) | KG |CM-hawd|
440 100 | 8 3.0 4.0 |220-240/50 76 107 |78x115x52|

FAD 1 Bar 2 Bar 3 Bar 4 Bar 5 Bar | 6Bar 7 Bar 8 Bar
| L/Min | 386 356 328 300 284 260 244 232

-40°c Dewpoint based on 50% duty cycle
These models require 20 amp single phase power supply

All models are available in 110 volt or 380/415 volt 3 phase on request

In this way we remove 99% moisture content before the desiccant
adsorption system powers the dryness right down.

Constructed from high quality “Inox” stainless steel, the dryer
regenerates itself every time the compressor cycles and requires no
regular maintenance. An integral downstream HE dust filter removes
any residual dust.

Just some examples of the thorough engineering built in to every
Bambi VT Oil Free Compressor.
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And, uniquely on this size of
compressor, the Duplex units are fitted
with a sequential start system which
enables these 3.0Hp and 4.0Hp systems
to run off a 20 amp single phase power
source reducing installation costs and
start up load.

So confident are we, that every
compressor is protected by a compre-
hensive warranty extending to 5 years
on the air receiver and 2 years for the
compressor (subject to terms).



